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= System
CPU 520MHz Intel PXA270 Processor
Memory Flash: 512MB, SDRAM: 128MB
oS Windows Mobile 6.1

= Display

240 x 320 QVGA, Color Transflective TFT, with Touch Screen & backlight

= Keypad

18-key, including numeric key, alpha key and function key

= Input Device
HF RFID Reader, Keypad, Touch Screen, and Full Alphanumeric Software
Keyboard, 2D Bar Code Scanner

= RFID Reader
Frequency: 13.56MHz
Tag Support:  1SO15693,1S014443A 150144438

= Indicator
LED

= Communication
USB Host & Client
802.11b/g
Bluetooth (Supports Printer, Modem, and ActiveSync)

= Audio
MIC
Speaker
Headset Connector
Receiver

= Expansion Slot
SDIO Slot
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Unitech America

Los Angeles, Houston, Guadalajara
http://www.ute.com e-mail: inquiry@ute.com
http://latin.unitech-adc.com e-mail: info@latin.ute.com

Unitech Asia Pacific & Middle East
Taipei
http://www.unitech-utp.com.tw e-mail: aidcsales@tw.ute.com

Unitech Japan
Tokyo
http://www.unitech-japan.co.jp e-mail: sales@jp.ute.com

PA600 MCA

Specifications

= Power Source

Main Battery
Backup Battery

3.7V 2200mAH Li-ion battery
Rechargeable Ni-MH backup battery

= Environmental

Operating temperature 14°F to 122°C

Storage temperature -4°F to 140°F
Relative Humidity 5% ~ 95%(non-condensing)
Drop test to Concrete 4 feet
Environmental Sealing P64

Antimicrobial housing
Weight 110z with battery
Dimensions 5.9"Lx3.3"Wx 1.4"H

= Recommended Cleaning Solutions

Sani-Cloth® HB

Sani-Cloth® Plus

Super Sani-Cloth®

CaviWipes™

Virex® 256

409° Glass and Surface Cleaner
Windex® Blue

Gentle dish soap and water

Note: The PA600 MCA's antimicrobial housing can be disinfected with cleaning agents made of less
than 75% alcohol. The use of bleach will weaken the strength of the unit and is not recommended.

= Software

Unitech Software Development Kit
Oracle Database Lite

Wavelink Avalanche

Microsoft BizTalk Server 2006 R2

= Accessories

4-Slot Multi-Bay Cradle Battery Charger

Desktop Cradle Extended Battery

Holster Vehicle Quick Charging Cable
Vehicle Dock

= Regulatory Approvals

CE, FCC, BSMI, VCCI, CCC, RoHS compliant
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